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" 6 3/4"

Inner Hole
Diameter 5/8"
Quter Hole
Diameter 15/16"
4 Tapped
M3 Holes

Thickness of Capture Plate 0.157”
and Depth of Recess is 0.11”.
Thickness of Top Plate is 0.125”.

>

Diameter of
{ Cutout 0.56"
\A
CAPTURE PLATE R B
Hole
Diameter 1/8"
g
0.125"
A 4

TOP PLATE

4 Thru Holes
3mm Diameter
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EEEE e REVISIONS
oo Torpdron W v oo Congas ol a0 o stu|  EoN DESCRIPTION DATE | APPROVED
1 %50 REF. A HK RELEASED TO CUSTOMER 11/21/02]Y.M.LEE
B [HK ADD CHOP OF ROHS 5/19/06 [IP

1.417 REF. ——

I

0.610
MAX.

f

MOUNTING HOLE
0.108” MIN. DIA.

‘ r0.400 MAX.

TABLE 1
AmpHenol _—
| ] 5719140 x| | CONNECTOR | AVERAGE MATING
- SIZES FORCE (POUNDS)
ﬁ ,,,,,,, - =
0.510 HHII]IIH 24 8
REF. | 0.085 36 1z
64 19
0.510 REF.
0.910
REF.
SPECIFICATIONS:
11) CONTACT RETENTION FORCE: 2 LBS MAX.
1) SOLDER CUP CONTACT: TO ACCOMMODATE 22-30 AWG 12) DURABILITY: 250 CYCLES MIN.
SOLID AND 24-30 STRANDED CONNECTOR WIRES. 13) VIBRATION: NO INTERRUPTIONS < 1u SEC.

2) DIELECTRIC: DIALLY—PHTHALATE PER MIL-M-14F TYPE MDG UL-94V0
3) CONTACT MATERIAL: COPPER ALLOY

4) CONTACT: 20 MICRO—INCHES MIN. GOLD MATING AREA: 3—5 MICRO-INCHES GOLD
TERMINAL AREA: 50 MICRO-INCHES MIN. NICKEL UNDERPLATING ALL OVER.

5) SHELL MATERIAL: ZINC PLATED STEEL WITH CLEAR CHROMATE COATING
6) CURRENT CAPACITY: 5 AMPS/CONTACT

14) OPERATING TEMPERATURE: —55°C TO +105°C (—67°F TO +R221°F)

CUSTOMER INFORMATION DRAWING

7) VOLTAGE RATING: 700 VOLTS D.C. AT SEA LEVEL = | O Gt =3
200 VOLTS D.C. AT 70,000 FEET lpms LIST
UNLESS OTHERWISE SPECIFIED APPROVAL | DATE
8) INSULATION RESISTANCE: >5000 M OHM TOLERANCES Fomw wsew Jsmm] AINphenol
/= . CHECKED
9) DIELECTRIC WITHSTANDING VOLTAGE: 1200 VAC (RMS) AT SEA LEVEL %‘x:f: o / cBCKED
FRACTIONS +/- TITLE
. ANGLES +/-  1° DRAWING FILE: 14 SIZE PLUG ASSY, RACK &
10) CONNECTOR MATING FORCE: REFER TO TABLE 1. o s TS | s oo oy PLUG ASSY, RACK
REMOVE SHARP EDGES ANGLE OF
DIMENSIONS SIZE | DRAWING NO. REV.
ve, o @%G A3 C57-10140 B
—eETmey | —one- SCALE | NONE [ SHEET 1 OF 1
| 1




42F190 - AMPHENOL - Distributor - Newark InOne

Search by: ® part Number @ Keyword

1n

E International Sites er | About | Contact | Help | -'© Technical
Support
Product Detail Amphenol’
PRINTASLE EMAIL & FRIEND (GO TO MANUFACTURER WEaSITE [
Newark InOne Part No.: 42F190 -

Manufacturer: AMPHENOL Technical Information

Manufacturer Part No.: 57 10140
él - Datasheet
Description: Tap Connectors Number Catalog Page
of Contacts:14; Contact Termination: - Catalog Page
Insulation Displacement Crimp;

Gender:Male; Leaded Process
Compatible:Yes; Contact Finish:Gold

Download Adobe Reader >>

Catalog Page

Quantity Price
Cat. 123: 866
1-24 $3.30 Cat. 122: 1537
25 - 99 $3.10 Cat. 121: 1451
Availability: 734
Pack Details: 1 Each 100 - 249 $2.60
Minimum Order Quantity: 1
Order Multiple Quantity: 1 250 - 499 $2.40
RoHS Compliance: 500 and above $2.19 Find Similar Products by
Attributes

Quantity @

Contact Termination |
Insulation Displacement
Crimp

Gender | Male

| Yes

O

O

O Leaded Process Compatible
I Number of Contacts | 14

FIMD SIMILAR

http://www.newark.com/NewarkWebCommerce/newark/en_US/endecaSearch/partDetail.jsp?SK U=42F190& N=0 (1 of 2)7/21/2006 1:26:34 PM



AMPHENOL 57 SERIES MICRO-RIBBON<sup>®</sup> SOLDER TERMINATION CONNECTORS

(8231)

NEWARK QS Amphenol’
11

-

AMPHENOL 57 SERIES MICRO-RIBBON® SOLDER
TERMINATION CONNECTORS

r":E‘-,-l AoHS

%’r‘j ﬂ.'.'e-lamsm @

Click image to view larger version:

‘El'." L R .'.'.'.'.'.'.'-.".

e J=

Rack and Panel

Cable-to-Cable

57 series ribbon connectors are ideal for modems, multi-plexers, computers and
peripherals, medical equipment, PBX devices and scientific instrumentation, telephone
equipment, cash registers, vending machines and similar equipment. Rated: 5A per
contact, 70 DC. Operating temperature: -55°C to +105°C. Wire sizes: 22 AWG solid, 24
AWG stranded. UL recognized, CSA certified.

RACK AND PANEL TYPE

Mfg. Part L Newark InOne
No. Contacts Description, Part No. /
Buy
57 10140 14 Male / @
57 20140 14 Female / @
57 10240 24 Male / (@
57 20240 24 Female / @
57 10360. 36 Male / @
57 20360. 36 Female / @
57 10500 50 Male / (@

http://www.newark.com/product-detail s/text/CD121/8231.html (1 of 3)7/21/2006 1:32:08 PM



AMPHENOL 57 SERIES MICRO-RIBBON<sup>®</sup> SOLDER TERMINATION CONNECTORS

57 20500 50 Female / (@

CABLE-TO-PANEL TYPE: TOP CABLE ENTRY

Newark InOne

Mfg&:art Contacts Description| Part No. /
- Buy

57 30140 14 Male / (@
57 40140 14 Female / (@
57 30240. 24 Male / (@
57 40240. 24 Female / (=
57 30360 36 Male / (@
57 40360. 36 Female / (@
57 40360 36 Female / @
57-30500 50 Male / (@
57 40500 50 Female / (@

CABLE-TO-CABLE TYPE: RUNNING CABLE

Newark InOne

Mfg&:art Contacts Description| Part No. /

- Buy
57 10500 7 50 Male / (@
57 20500 7 50 Female / (@

CABLE-TO-CABLE TYPE RECEPTACLES

Newark InOne

Mfg&:art Contacts Description Part No. /

: Buy
57-60140. 14 Female / (@
57-60140 14 Female / @
57-60240. 24 Female / (@
57-60360 36 Female / (=
57-60500. 50 Female / (=

http://www.newark.com/product-detail s/text/CD121/8231.html (2 of 3)7/21/2006 1:32:08 PM
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